
PMW-EX1R
•  Compact Solid-State Camcorder  with Large ½ inch 14x Fujinon Professional 

HD Lens (equipped with 3 independent rings for zoom and iris adjustment)
•  Rotary Grip
•  SD mode
•  HDMI output (Type A)
•  Cache Record (0-15sec)
•  Auto Iris, Slow&Quick motion functions

XDCAM EX General features
•  Recording : Mpeg-2 Long GOP 
•  HQ Modes (VBR): 35 Mbps 1920x1080/60i, 50i, 30p, 25p, 

24p and 1280x720/60p, 50p, 30p, 25p, 24p
•  SP Mode (CBR) : 25 Mbps 1440x1080/60i, 50i 

(compatible HDV) and 24p
•  PAL or NTSC; I&P
•  SxS Pro memory card  Express slots x2
•  24P, Cine Gamma
•  IN/OUT: i.LINK, USB 2.0
•  OUT: selectable HD-SDI/SD-SDI, 
•  Audio IN: DC, XLR 3 (x 2)
•  Slow&Quick motion function

PMW-EX3
•  Compact Solid-State Camcorder  with Large ½ inch 14x Fujinon Professional 

HD Lens (equipped with 3 independent rings for zoom and iris adjustment)
•  « ACM-18 » lens adaptator supplied (to use other ½ inch lenses)
•  Genlock and TC in/out functions
•  Slow&Quick motion function (accessible with an extern swith)
•  Black balance / Protocole Remote 700

PMW-320K/L
•  Shoulder camcorder Full HD1/2 inch with removable 

lens
•  3x “Exmor” CMOS sensors
•  SD mode

PMW-350K/L
•  Shoulder camcorder Full HD2/3 inch with removable 

lens
•  3x “Exmor” CMOS sensors
•  SD mode optional

PMW-320K/L and PMW-350K/L General features
•  SxS PRO Solid State Recording (twin slots)
•  Instant-access Thumbnail Search
•  Fujinon HD lens (16x, F1,9 – F3) 
• Weight:  3.2 Kg of main body, 

6.7 Kg (with LCD VF, AF lens, Mic, BP-GL95)
•  Lower power consumption : 18W
•  4 Hyper Gamma and 6 standards
•  Sensitivity (F12) 2000lux
•  View Finder (Color, HD, 16/9) (CBK-VF01)
•  Cache Record (0-15sec)

PMW-500
•  Sensor : TRI-CCD 2/3’’ FULL HD 1920x1080 – 

technology POWER HAD FX
•  HD Record 1920x1080 : MPEG2-HD422 at 50 Mbps 

(MXF) and MPEG2-HD420 at 35 Mbps (MP4)
• SD Reccord : IMX-50 (MXF) and DVCAM (MXF and MP4)
• Power consumption : 29W
• Weight : 3.4 Kg (body only)
• Compatible with PDW-700 viewfi nder

PMW-EX1R
PMW-EX3

PMW-320
PMW-350

PMW-500
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Camcorders XDCAM EX

Decks

SBAC-US10
•  SxS PRO memory card 

reader/writer with USB 2.0 interface
•  Data-transfer speed: 160 Mb/s (Write), 240 Mb/s 

(Read)

PMW-EX30 
•  Highly versatile and affordable compact recorder 
•  Output : HD-SDI/SD-SDI, i.Link (HDV), input/output
•  CH1 and CH2 audio input 

XDCAM Server for SxS Memory card 
•  All XDCAM format supported EX and XDCAM HD422 ; 

MP4 & AVI converted to MXF
•  VIDEO : 2 streams SD/HD-SDI on internal HDD 1To 

(1xREC/1xPLAY), RS-422 (VTR/VDCP) Control 
•  FILES : 4 streams @50 Mbps (Gb-Ethernet) ; AVID 

MEDIA ACCESS (AMA) supported ; (SDK) for 
integration

PHU-120R
• Capacity : 120 GB 
• Record up to 6h30 and 8h30
• Compatible PC and MAC with slot PCexpress
• USB 2.0  Interface 
• Autonomy of 12h with a BP-U30 battery
• Weight 220 g

SxS-1 (MLC memory)
• SBS-32G1 : SxS-1 memory card of 32GB
•   SBS-64G1 : SxS-1 memory card of 64 GB

(200 min in HQ 280 min in SP)

Card features and advantages
•  Extremely high « read » speed of 800 Mb/s 
•  Transition between the two cards is seamless without 

any frame loss 
•  Instant access to fi les and metadata

SxS-PRO (SLC memory)
• SBP-16 : SxS-Pro memory card of 16 Go 
•  SBP-32 : SxS-Pro memory card of 32 Go

(100 min in HQ, 140 min in SP) 

Memory Stick Adaptor
• MEAD-MS01: allow to use Memory stick
Note: no slow motion function

SD and SDHC Adaptor
• MEAD-SD01 : allow to use SD cards
Note: no slow motion function

External Storage
• PXU-MS240 (mobile storage unit)
• PXU-HC-240 (capacity of 240 GB)

www.pro.sony.eu

Sous-main-XDCAM_A3_GB.indd   1 30/08/11   16:45



XDCA-55 Camera adaptor
•  Monitor OUT (BNC, HD SDI)
•  DC  OUT 12V/1A (XLR 4Pin)
•  INCOM (XLR 5pin)
•  AUX (D-Sub 15Pin)
•  With CEU - IN/OUT (BNCx2, HD SDI) – (DC IN, CCZ 26pin) 
•  And with Camcorders: RETURN Button/ CALL Button /TALLY (RED/GREEN) Lamp.

XDCU-50 Camera extension unit

XDCA-53 Camera adaptor
•  Power switch/indicator
•  Monitor OUT (VIDEO, BNC)
•  SDI IN (BNC)
•  GENLOCK OUT(BNC)
•  DC OUT 12V/2A (Round 4 pin) 
•  REMOTE (Round 8 pin)

Batteries and Power Supplies 
BC-U1
1 battery charger

BC-U2 
2-channel charger

Lens 
VCL-EX0877
Wide Angle Lens 
adaptor 0,8x
PMW-EX1

Support 
VCT-SP2BP 
Camcorder
shoulder support

Remote control 

Transmitters and receiver

Cases 
LCS-G1BP 
Soft Carry 
Case

BP-U30
Approx. 2 hours

BP-U60
Approx. 4 hours

BP-GL95/GL95S
BP-GL65/GL65S
BP-GL60S
BP-GL80S
Lithium-ion 
batteries

DWR-S01D
Digital wireless receiver adaptor

DWT-B01
DWT-P01
Digital wireless microphone 
transmitter

RM-B750
Remote 
with screen 

LCS-BP1BP
Soft backpack 
style carrying 

RM-B150 
Remote 
commander 

UWP-V1 
Belt pack Transmitter 
Portable receiver 
Diversity CTV 62

UWP-V2 
Handheld Transmitter 
Portable receiver Diversity 
CTV 62

UWP-V6 
 Belt pack Transmitter 
Portable receiver Diversity, 
Plug-on receiver  CTV 62

PMW-500
PMW-350
PMW-320

XDCA-55
Camera 
Extension

RM-B or RCP
Remotes

XDCU-50
Camera 

Extension Unit

PMW-EX3
VCT-SP2BP

XDCA-53
Camera 
Extension

RM-B or RCP
Remotes

XDCU-50
Camera 

Extension Unit

• VIDEO OUT (BNC, VBS) 
•  SDI OUT(BNCx2, HD/SD SDI)
• AC (100-240V)
•  GENLOCK (BNCx2, Through Out) 
•  RETURN VIDEO (BNC, VBS)

• RETURN SDI (BNC, HD/SD SDI)
• REMOTE (8 pin)
• INCOM (XLR 5pin)
• AUX (D-Sub 25Pin)
• CA IN/OUT (BNCx2) HD SDI
• CA(DC OUT�CCZ 26 pin)
• CALL Button
•  TALLY(RED/GREEN) /FAN ALARM Lamp
• POWER/ LINK Lamp

Distance 100m
(XDCA-XDCU) 

and 100m 
(XDCU-Remote)

Recording SD 
and HD

PrimeSupport

2 years

Distance 100m
(XDCA-XDCU) 

and 100m 
(XDCU-Remote)

Recording SD 
and HD

PrimeSupport

2 years

+ + =

+ + =

Accessories XDCAM EX SoftwareStudio System
XDCAM Browser
Browsing software for XDCAM HD and XDCAM EX fi les 
(PC & MAC)

SxS PRO Device Driver
Driver  for activation of PC express slot (PC & MAC)

Clip Browser 
Browsing software for XDCAM EX fi les (PC & MAC) 

XDCAM Transfert (for Final Cut Pro) 
Browsing software for Final Cut Pro editing system 
(MAC)

Log and transfert (for Final Cut Pro) 
Plug-in software for “Log and transfert“ function in 
Final Cut Pro editing system (MAC)

Prime Support 
Warranty*

• Support coverage 2 years

•  Multilingual telephone helpline staffed by 
technical experts 

• Collect-and-deliver repair service 

• Free logistics

•  Loan unit offered (if repair is likely to exceed 
7 days)

* EU, Norway and Switzerland 

(for XDCAM EX Camcorders and Studio System)

www.pro.sony.eu

Browsing software for XDCAM HD and XDCAM EX fi les 

NEW
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